Draft #7 - Mill Creek Basin Aquatic Restoration Plan

Subject to Revision

19 June, 1997
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LARGE WOODY DEBRIS

MAIN CHANNEL

TYPICAL DENDRITE PROFILE
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MINIMIZE STRANDING OF FISK.

HOICS:

1. LSRG wOODY DIBRIS (Lw('S) ARE NOT ANCHORED N ORDER 10 MINBTE
CATASTROPWIC FeH URL, REDUCE SEDIMENTATIN, AND ALLOW MATERIAL 10 REACH AN
LOUILIBRILM STATE BASED DN CHANGING CRIEK CONDITIONS.

7. LWD'S PLACED PaRatLfL YO CRTEX BANK PROVIOES OVERHANGING COVER.

3. LWD'S ANGLED UPSTREAM AND PERPENDICULAR PROVIDE SCOUR POOLS, COVLR AN
DEFLECTION OF CURRENT.

4, LWD'S ANGLED DOWNSTREAM PROVIDE MIGH FLOW, JUVINILL REFUGE AND ADLL T HOLDIN

Y. PLACEMENT OF DEBRIS SHOULD APPEAR RANDOM AND NATURAL.

6. SMALL WOODY DEBRIS CaN ALSO BE PLACED IN DENDRITES TO PROVIDE TEMPORARY WA

Figure 3-8
Dendrite lllustration




